
 

 

 
 

 
 

 
 

   

 

 

 
 

Building Product Information Sheet 
 
 

Kaldewei Basins 

Building Product Information Requirements (BPIR) 
Version: 2 
Date Created: December 2023 
Date Modified: June 2024 
 

Product Name Kaldewei Basins 

Product Lines Steel enamel vessel and wall hung basins 

Product  
Identifier(s) 

Kaldewei Branded 

 
 
PRODUCT DESCRIPTION 

• Kaldewei vessels and wall hung basins are made from steel enamel (a combination of robust steel with resilient glass 

to create an inseparable bond). 

• Intended use is a vessel placed on a vanity top or furniture, or wall hung, for hygiene and personal cleaning purposes. 

• Sizes vary depending on model. 

• Colours vary by range, with a wide selection available on request. 

• Designed to be used with top mounted mixer tapware, or wall mounted mixers – depending on model. 

 

SCOPE OF USE  

• Kaldewei basins and vessels are designed for domestic or commercial applications. 

• Check Spec Sheet to determine which models are suitable for wall mounting or bench top mounting on a vanity. 

• Designed to have water supplied via a bench-top mounted basin mixer or wall mounted basin mixer. 

• Product is robust, is highly resistant to mechanical stress, burning or smoldering objects do not leave marks on the 

surface, is UV resistant, and common household detergents, cosmetics or bath additives will not harm the Kaldewei 

steel enamel. 

• All plumbing must be installed by a registered plumber and in accordance with AS/NZS3500.2:2021 Plumbing 

Regulations. 

 

CONDITIONS OF USE 

• Kaldewei basins and vessels must be installed by a registered plumber in accordance with the installation instructions 

provided with the product to AS/NZS3500.2:2021 plumbing regulations. 

• Cleaning and maintenance shall be done in accordance with the manufacturer’s warranty/cleaning instructions. 

 

 
RELEVANT BUILDING CODE CLAUSES 

B2 Durability — B2.3.1 (c) 

F2 Hazardous building materials — F2.3.1 

G1 Personal Hygiene — G1.3.2 

G12 Water Supplies — G12.3.5 
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CONTRIBUTIONS TO COMPLIANCE 

• B2.3.1 (a) (ii) and (iii) Kaldewei basins and vessels have a durability of at least 30 years.  

• F2.3.1: Kaldewei basins and vessels are safe to handle when installed as per the supplied installation instructions. 

There are no requirements for product to comply with Acceptable Solution F2/AS1, First Edition Amendment 3, 2017. 

• G1/AS1, G12/AS1 Kaldewei basins and vessels should be installed to AS/NZS3500.2:2021 and by a registered plumber. 

 

 

SUPPORTING DOCUMENTATION 

The following additional documentation supports the above statements: 

 

Title (Type) Version URL 

Warranty Period 1 https://www.metrix.co.nz/warranty 

 

 

CONTACT DETAILS 

Manufacture location Overseas (Germany) 

Legal and Trading name of manufacturer Franz Kaldewei GmbH & Co. KG 

Manufacturer website https://www.kaldewei.com/ 

Legal and trading name of importer Metrix Imports Ltd 

Importer address for service 
Metrix Building, 65 Parnell Rise 

Auckland 1052 

Importer website www.metrix.co.nz 

Importer NZBN 9429033312378 

Importer email Info@metrix.co.nz 

Importer phone number 09 379 7399 

 

 

WARNINGS AND BANS 

Is the building product/building product line subject to warning or ban under section 26 of the  

Building Act 2004?  

 Yes  No

 
 


